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Innovate Eco-friendly building material, Create sunshine life



USU polycarbonate finished products are UNQ's sub-brand. The main products of USU include 

carports kits, patio kits, door awning kits, and greenhouse systems.

Carport kits are made of high-impact strength polycarbonate roof and sturdy aluminum alloy. It is 

heavy snow loads and wind resistance protect your car from hail and falling objects.

Patio terrace kits are popular outdoor applications. It allows natural light into and blocks 99% of 

harmful rays. It offers a comfortable space for your family.

Door awning kits are rainproof and easy to install. The clear awning is the elegant design and 

durable lasting 10years.

Unique plastic company is the top 5 manufacturer of co-extruded sheets in China. The factory is located in Dingzhou city, Hebei province covering an 

area of 6,600 square meters. We now have 5 international production lines and the annual production capacity can reach 10,000 tons.

We adhere to offering the best architectural solution by one-stop-shop. We adopt 100% Lexan, Sabic, or Makrolon raw polycarbonate resin to ensure 

the product’s quality. Now our products are exported to Europe, America, Canada, Australia, Japan, Middle East countries and much more, which 

have been recognized and praised by customers. We are glad to be the high-quality products and best-priced supplier of roofing, cladding, and other 

polycarbonate finished outdoor products.
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High-grade Carport is made of high-quality PC solid sheet and Professsional cutoms Aluminum frame. Scaf-

folding used in all high strength aluminum alloy material with high quality, simple design, used for private garden, 

villa, real estate garden facilities, high-grade community, hotels etc.

USU
CARPORT

L Type S Type

M Type Back pull carport

1              Single                                            3                       5.5                      2.2-2.9                                 1 car

2              Y-Joint                                        3+3                    5.5                       2.2-2.9                                2 cars

3             M-Joint                                        3+3                    5.5                       2.2-2.9                                2 cars

4              2-Joint                                           3                  5.5+5.5                  2.2-2.9                                2 cars

5           1 Channel                                        3                      5.5                       2.2-2.9                                 1 car

6           2 Channel                                        6                       11                       2.2-2.9                                4 cars

NO. Description Picture
Projection(m) Length (m) Frame Heigth(m)

Capability
Dimension

Specification And Size of Carport

Product Features

Stylish simplicity, conbination diversity 

Aluminum alloy frame,  corrosion-resistant

Bayer raw materials PC solid sheet

Professional profiles custom-designed, easy to assemble

Strong wind resistance, durable, long life

High weather resistance, impact resistance

Anti-aging
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L type Normal carport LN01-3055 【1 car】

FRAMEWORK

ACCESSORIES

   L TYPE    L TYPE 

Item No.: LN01-3055
Carport size(L*W*H): 5500*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

L type wall carport LW01-3055

FRAMEWORK

ACCESSORIES

Item No.: LW01-3055
Carport size(L*W*H): 5500*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【1 car】



L type extended carport LE01-30110

FRAMEWORK

ACCESSORIES

   L TYPE    L TYPE 

Item No.: LE01-30110
Carport size(L*W*H): 11000*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

L type flat roof carport LF01-3055

FRAMEWORK

ACCESSORIES

Item No.: LF01-3055
Carport size(L*W*H): 5500*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【1 car】



L type Y design carport LY01-6055

FRAMEWORK

ACCESSORIES

   L TYPE    M TYPE 

Item No.: LY01-6055
Carport size(L*W*H): 5500*6000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

M type normal carport MN01-6055

FRAMEWORK

ACCESSORIES

Item No.: MN01-6055
Carport size(L*W*H): 5500*6000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【2 car】【2 car】



M type extended carport ME01-60110

FRAMEWORK

ACCESSORIES

   M TYPE    M TYPE 

Item No.: ME01-60110
Carport size(L*W*H): 11000*6000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

M type+Ltype carport ML01-9055

FRAMEWORK

ACCESSORIES

Item No.: ML01-9055
Carport size(L*W*H): 5500*9000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【3 car】【4 car】



M type single carport MSi01-3055

FRAMEWORK

ACCESSORIES

   M TYPE   S TYPE 

Item No.: MSi01-3055
Carport size(L*W*H): 5500*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

S type normal carport SN01-3055

FRAMEWORK

ACCESSORIES

Item No.: SN01-3055
Carport size(L*W*H): 5500*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【1 car】【1 car】



S type extended carport SE01-30110

FRAMEWORK

ACCESSORIES

   S TYPE    S TYPE 

Item No.: SE01-30110
Carport size(L*W*H): 11000*3000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

S type M design carport SM01-6055

FRAMEWORK

ACCESSORIES

Item No.: SM01-6055
Carport size(L*W*H):  5500*6000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【2 car】【2 car】



S type M and back pull carport SMB01-6055

FRAMEWORK

ACCESSORIES

   S TYPE    S TYPE 

Item No.: SMB01-6055
Carport size(L*W*H): 5500*6000*3600(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.5kn/㎡(Snow Thickness 50cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

S type Y design carport SY01-6055

FRAMEWORK

ACCESSORIES

Item No.: SY01-6055
Carport size(L*W*H):  5500*6000*2500(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【2 car】【2 car】



S type back pull carport SB01-3055

FRAMEWORK

ACCESSORIES

   S TYPE BACK 
PULL 

Item No.:SB01-3055
Carport size(L*W*H):  5500*3000*3600(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.4kn/㎡(Snow Thickness 40cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

Back pull vertical normal carport BVN01-5530

FRAMEWORK

ACCESSORIES

Item No.: BVN01-5530
Carport size(L*W*H):  3000*5500*3900(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【1 car】【1 car】



Back pull horizontal normal carport BHN01-3055

FRAMEWORK

ACCESSORIES

BACK 
PULL 

BACK 
PULL 

Item No.:BHN01-3055
Carport size(L*W*H): 5500*3000*3600(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.5kn/㎡(Snow Thickness 50cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

Back pull vertical Extended carport BVE02-55110

FRAMEWORK

ACCESSORIES

Item No.:  BVE02-55110
Carport size(L*W*H):   11000*5500*3900(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【4 car】【1 car】



Back pull vertical flat roof carport BVF01-5530

FRAMEWORK

ACCESSORIES

BACK 
PULL 

BACK 
PULL 

Item No.:BVF01-5530
Carport size(L*W*H):  3000*5500*3900(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.2kn/㎡(Snow Thickness 20cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF

Back pull horizontal M design carport BHM01-6055

FRAMEWORK

ACCESSORIES

Item No.:  BHM01-6055
Carport size(L*W*H):  5500*6000*3600(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.5kn/㎡(Snow Thickness 50cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【2 car】【1 car】



CARPORT DESIGN

Aluminum Frame

Back pull Y design carport BY01-6055

FRAMEWORK

ACCESSORIES

BACK 
PULL 

Item No.:BVF01-5530
Carport size(L*W*H): 5500*6000*3600(mm)
Main Profile Material: High Strength Aluminum 
Alloy 6063-T5
Main Profile Thickness: 2mm-4mm
Windload: 120km/h(Hurricame)
Snowload:0.5kn/㎡(Snow Thickness 50cm)
Aluminum Surface Finish: Powder coating,
Electrophoresis(EP)
Lifespan: 30 Years

Bolts & Screws: Stainless Steel 316
Connector: Aluminum
Waterproof Strip: EPDM

Polycarbonate sheet size:2mm*525mm
Material:  100% Sabic
Fire Retardance: B1
Temperature Range: -40℃ to +120℃
Sunshine Blockout: 70%
UV Protection: 99%
PC Roof Warranty: 10 Years

POLYCARBONATE SHEET ROOF
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【2 car】

Main Beam Up Strip Down Strip Side Frame

Post Pc Solid Sheet Deputy Frame Gutter

PC Sheet Colors

Clear Lake Blue Bronze Light Smoky Grey Mid Smoky Grey Dark Smoky Grey

Aluminum Frame Color


